
ACH/Mich Rogue
Mil and LE

Ballistic Helmet

The ACH/Mich Rogue helmet is the latest addition to our ultra 
lightweight helmet range.  It is made from polyethylene composites 
and provides ultra-lightweight robust protection from ballistic and 
fragmentation projectiles as well as other low energy threats.  The 
helmet comes fitted with a 4 point adjustable harness either our Omega 
mesh harness or 4d 7 pad system. The 7 pad system made exclusively 
for USI from 4D tactical that exceeds US MIL SPEC impact absorption 
system, also comes standard in the Mil version. The harness has a split 
suede chin strap that is removable to replaced by a gas mask extender.  
The harness and pads/omega mesh can be easily removed for cleaning 
or replacement.  

Ballistic Protection
The ACH/Mich Rogue helmet meets NIJ 0106.01 level IIIA 
ballistic requirement as well as meeting and exceeding US MIL 
SPEC ACH fragmentation V50 requirements

Fragmentation Protection
Protection against fragments from 17 grain V50 2411 ft/sec 
(735 m/sec) according to STANAG 2920 ( 17gr FSP)

Size and Weight
Small, Medium and Large 
Shell Weight  
Medium - 1.58 lbs.
Large – 1.76 lbs

Colors
Standard Colors are Black, Coyote and  OD Green.   
Most other colors are available as well as our new Hydro dip 
process for camo colors.

International
United Shield International Ltd.

56 South Way, Walworth Industrial Estate, Andover,
Hampshire, SP10 5AF, England

Phone: +44 (0)1264 363 606, Fax +44 (0)1264 363 666
Email: sales@unitedshield.com, www.unitedshield.com

North America
United Shield International LLC

1462 International Dr, Traverse City
MI 49686,USA

Phone: +1 231 933 1179, Fax: +1 231 933 5368
Email: bbanducci@unitedshield.com, www.unitedshield.com

Warranty and Quality Assurance

United Shield International offers a 5 year warranty on the ballistic 
performance of the helmet.  The internal harness is warranted for a period  of 
2 years.  United Shield International is an ISO 9001 & 14001 certified 
company.


