
Light Weight RDS 
Ballistic Shield 

The United Shield International Rapid Deployment Shield (RDS) has 
been designed as a lightweight, highly maneuverable shield to support 
the needs of officers that require a shield that can easily be stowed in a 
vehicle for quick deployment.  This shield incorporates the latest 
materials technology to provide market leading weights and a handle 
system that has been ergonomically developed over a number of years 
for increased comfort and flexibility. The LW RDS shield has been 
manufactured to provide a multi-hit capability.  

RDS Shield comes standard with the international soft handle (pictured 
below)

Armor Solution
United Shield uses high strength aramid achieving the NIJ level 
IIIA, meeting the NIJ 0108.01 testing standards.  

Performance
For the LW Level IIIA shield
Mulit hit Capability with special Threat testing
NIJ IIIA performance - .357 Sig125gr FMJ 1450 ft/s

- .44 Mag240gr SJHP 1450 ft/s
- 9mm 124gr FMJ 1450 ft/s
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Special Threats
9mm +P+, 127 grain Supreme Expansion Technology (SXT) 
projectiles.
.357 SIG 115 grain Jacketed Hollow Point (JHP) projectiles.
.357 SIG 125 grain Gold Dot Hollow Point (GDHP) projectiles..
9mm Fiocchi, 115 grain FMJ projectiles.
5.7x28mm 40-grain Hornady V-Max (Blue Tip) projectiles.
5.7x28mm 27grain SS195 Lead free Hollow Point (LFHP) projectiles
7.62x25-mm, 95grain TOKAREV FMJ projectiles.

LW IIIA -  4.8 lbs.
LW III+ -  11.45 lbs.

NIJ III+ performance – 7.62x51 Nato Ball (M80)

Sizes and Weights

15.75” x 27.5” 

Accessories
Shield can be ordered with: Police Decal, Carry Bag and LED shield Lights

Colors
Standard Color is a black paint, but shield can be supplied in other painted 
colors or other finishes available, including our hydro graphic transfer for multi-
cam, ACU or other patterns.

Warranty and Quality Assurance
United Shield offers five year warranty on ballistic performance.  United 
Shield manufactures in accordance with ISO9001 & ISO14001 quality 
standard.

- 7.62x39 123 gr AK47 MSC
- 5.56x45 55gr M193
- 5.56x45 62gr Federal Bonded (LE223T3)




